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STEP-BY-STEP INSTRUCTIONS

KIT INCLUDES:
x1)  Sign Frame Bracket 
x1)  Sign Frame Extrusion
x2)  #10-5/8” Robertson #2 Bolts 
x2)  #10-24 x 1/2” Robertson #2 Pan Head Screws
x2)  #10-24 x 3/8” Nuts
x2)  Extrusion End Caps
x1)  Sign Insert (as ordered)

TOOLS REQUIRED:
Robertson #2 Short Handle (stubby)

3/8” Socket or Box End Wrench

Locate the Mosaic Sign Frame Extrusion and Sign Frame Bracket.

With the Sign Frame Extrusion in front, align holes to the Sign Frame Bracket slots.   (FIG. 1) 

Install (1) Robertson #2 Bolt through hole on front side of the Sign Frame Extrusion going through the 
Sign Frame Bracket. Hand tighten (1) 3/8” Nut onto the back of Sign Frame Bracket. Repeat the same 
steps for the second hole.   (FIG. 2)

Using a 3/8” socket or box wrench, hold the 3/8” Nut and use a Robertson #2 screwdriver to tighten the 
bolt connecting the Sign Frame Bracket onto the Sign Frame Extrusion.   (FIG. 3) 

Continued on Page 2
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ASSEMBLY INSTRUCTIONS MOSAIC SIGN FRAME INSTALLATION
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Identify container/stream that Mosaic sign frame will be installed on. Remove lid from Mosaic station.

Locate sign frame mounting holes on the top/back of the Mosaic Top Rim.

Align Sign Frame Bracket holes to the mounting holes on the Top Rim and install (1) Robertson #2 Pan 
Head Screw into each hole until tight using screwdriver.   (FIG. 4) 

Feed (1) Extrusion End Cap onto one side of the Sign Frame Extrusion.

Slide preferred signage into sign frame track until it touches the Extrusion End Cap.   (FIG. 5)

Once signage has been installed, slide the remaining (1) Extrusion End Cap onto the other side 
of the sign frame.   (FIG. 6)

Place lid back onto station and move to your desired location.
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STEP-BY-STEP INSTRUCTIONS CONTINUED

PLEASE NOTE:

Once installed, check for any misalignments or if the frame appears unlevel. If adjustments are needed, 
loosen the nut on the side of the Sign Frame Extrusion that requires repositioning. You can move the frame 
up or down to correct alignment or adjust the overall height if necessary. Once positioned correctly, 
re-tighten the nut to secure it in place.
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ASSEMBLY INSTRUCTIONS MOSAIC SIGN FRAME INSTALLATION



x4) Adjustable Feet with Spacer
x1) Mosaic Single Unit

NOTE:  Hardware listed reflects 
what is needed for 1 Mosaic unit.

INCLUDED HARDWARE:
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STEP-BY-STEP INSTALLATION INSTRUCTIONS
Remove the Mosaic station from carton. Locate adjustable feet set from within carton packaging 
(Helpful Hint – They are packaged in a small white carton)

Flip the Mosaic station on it’s side so you can easily access the bottom side of the base (FIG. 1)

Align Adjustable Foot, with Spacer end facing the bottom of the base, to one of the 4 larger holes 
and press foot into the base of the Mosaic (see above circled holes on FIG. 1) until Spacer is all the 
way in. Continue with this step until all 4 feet have been installed. (FIG. 2)

Adjustable Feet have now been successfully installed. Sit the Mosaic in the upright position, slide in 
sign inserts, install your bag in liner using the provided bag hooks, place lid on top and move into 
your desired location. (FIG. 3)

NOTE: Mosaic feet can be adjusted to desired height by turning the feet counter clockwise.

IMPORTANT!  Ensure spacer has 
been threaded to the bottom of threaded
screw as per drawing shown. Feet will 
not insert properly without spacer all 
the way to the bottom.

INSTALLATION INSTRUCTIONS MOSAIC ADJUSTABLE FEET
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x1) Included Multi-Tool x2) Connector Extrusions x2) Connector End Caps

INCLUDED HARDWARE:TOOLS REQUIRED:

NOTE:  Hardware listed reflects what is needed for connecting 2 Mosaic units to make a double station.
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STEP-BY-STEP INSTALLATION INSTRUCTIONS
Locate the units you are connecting and place them parallel to each other in your chosen orientation. 
Corners that are adjacent (circled) when placed as a station are the only corners needing to be 
disengaged from the Top Rim. Please remove lids and the body sign inserts from the sides that are 
facing each other. (FIG. 1)

Using the included Multi Tool, push tool through exposed hole in the corners of Top Rim. Tabs should 
release from slots in the Corner Extrusions allowing the Top Rim to pull up and separate. Continue 
this step until all 4 corners that are being connected have been disengaged from Top Rim. (FIG. 2)

Snap (1x) Connector End Cap on the top end of both Connector Extrusions by aligning cap with 
tabs towards the inside of Extrusion and pushing on cap until it snaps into position. (FIG. 3)

Continued on page 2 >

INSTALLATION INSTRUCTIONS MOSAIC BODY CONNECTORS
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STEP-BY-STEP INSTALLATION INSTRUCTIONS CONT.
With bodies sitting side-by-side in the preferred orientation, align the Connector Extrusion with the 
profile slots on the top edges of the Corner Extrsuions and slowly slide it down, making sure that 
both Corner Extrusions are engaged into Connector Extrusion (FIG. 4) 

Connector has been fully installed once it touches the bottom frame and stops. Follow the same 
procedure for both Connector Extrusions (FIG. 5)

Reconnect exposed top Corner Extrusions back into the Top Rim by realigning into position and 
pushing down on the Top Rim for each corner to snap them back together. Also, be sure to position
front and back sign inserts back into corner extrusions before snapping into Top Rim. Continue this 
step until all top corners are snapped into Top Rim (FIG. 6)

Connectors have been successfully installed. Reinstall the lids and place units in their desired location

FIG. 6FIG. 5FIG. 4

INSTALLATION INSTRUCTIONS MOSAIC BODY CONNECTORS
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INSTALLATION INSTRUCTIONS MOSAIC CASTERS
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STEP-BY-STEP LID LABEL INSTALLATION INSTRUCTIONS

Locate the Lid Label from the label carton packaged within the Mosaic liner.

Clean the lid surface so that it is free of any dust or dirt. Slowly peel the top portion of the backing 
paper away from the Lid Label.  (FIG. 1)

Line up the top of the Label within the recessed area on the lid and run your finger along the top edge 
adhering it to the lid. Then slowly glide your fingers back and forth down the label applying pressure 
to prevent any air bubbles, while also peeling off the remaining backing paper as you go.  (FIG. 2)

The Label has now been successfully applied to the lid. Return lid onto Mosaic Station and place in 
your desired location.  (FIG. 3)

Components required for a 
Single Mosaic station:

x1) Mosaic Station (pre-assembled)
x1) Lid Label
x2) Narrow Signs
x2) Wide Signs

NOTE: No tools required for set-up

REQUIRED COMPONENTS:

x1) Lid Label
(example only)

x2) Narrow Sign
(example not to scale)

x2) Wide Sign
(example not to scale)

ASSEMBLY INSTRUCTIONS MOSAIC LABEL & SIGN PANEL INSTALLATION
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STEP-BY-STEP SIGN PANEL INSTALLATION INSTRUCTIONS

SIGN PANEL CHANGE/REMOVAL INSTRUCTIONS

Align the bottom corners of the Sign panel you are installing with the slots in the Top Rim of the 
Mosaic. The Sign panel will need to be bowed out slightly to fit around the Top Rim and engage into 
the Sign panel slots.  (FIG. 1)

Slowly slide the Sign panel down through the Top Rim into the vertical corner extrusions until it 
reaches the bottom. Follow this step until all 4 Sign panels have been installed.  (FIG. 2)
(Narrow Signs for narrow sides and Wide Signs for wide sides)

Sign panels will be fully installed once inserted into bottom slot of the Mosaic base. Sign panel is 
properly installed when the top edge rests just below the Top Rim as shown above.  (FIG. 3)

Replace lid onto unit and place in your desired location.

Remove the lid from the Mosaic Station.

Locate the pill shaped hole within the liner that is positioned behind the sign you want to remove. 
With your finger, push through that hole outwards to bow out the Sign.  (FIG. 4)

This will create a gap between the sign and liner allowing your other hand to grab the top of the sign 
and pull upwards to slide out of the bin.

Follow steps 1-3 to Insert the new Sign panel into your Mosaic Station.

FIG. 4

ASSEMBLY INSTRUCTIONS MOSAIC LABEL & SIGN PANEL INSTALLATION
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